
SIGMA ATEX Right Angled Torch

Rubberised 
grip

Pocket/Belt 
stainless 
steel clip

Features: 

Specification

High: 325 | Low: 140

290 Metres

6.5-13 Hours runtime

High/Low

4 x AA batteries (not included)

IP54

183x69x63mm Ø

250g

SA-SIGMA-RA

MODE

CODE

• ATEX certificated Gas Zone 0
• Widely used by fire fighters wearing a breathing apparatus
• 90 degree beam allowing chest mounting, hands free operation
• 325 lumens beam - Focus designed to penetrate through smoke
• Large switch is easy to operate even when wearing gloves
• Suitable for mining
• IP54 Rated
• Rubberised head and grips for durability
• Tough polycarbonate housing
• Stainless steel pocket/belt clip to attach to belts and jackets

Large 
on/off
switch

Previously: NSSAFA-RAFLA

Tough, bright and compact. Ideal torch for Firemen

GAS: Ex ia IIC T4 Ga       
MINING: Ex ia Ma                   
IECEx SIR 15.0062X

CERTIFICATION: CLASS I DIV 1&2 GRP ABCD 
CLASS II DIV 1&2 GRP EFG 
CLASS III / TEMP CODE: T4 IP54               
FILE NUMBER: 261379

ATEX Zone 0
Gas:  II 1G Ex ia IIC T4 Ga  
Mine:  I M1 Ex ia I Ma
Sira 15ATEX2166X
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